Sewerage tunnel leakage detection using a fibre optic moisture-detecting sensor system by Bremer, K. et al.
Bremer, K., Meinhardt-Wollweber, M., Thiel, T., Werner, G., Sun, T., Grattan, K. T. V. & Roth, B. 
(2014). Sewerage tunnel leakage detection using a fibre optic moisture-detecting sensor system. 
Sensors and Actuators A: Physical, 220, pp. 62-68. doi: 10.1016/j.sna.2014.09.018 
City Research Online
Original citation: Bremer, K., Meinhardt-Wollweber, M., Thiel, T., Werner, G., Sun, T., Grattan, K. 
T. V. & Roth, B. (2014). Sewerage tunnel leakage detection using a fibre optic moisture-detecting 
sensor system. Sensors and Actuators A: Physical, 220, pp. 62-68. doi: 10.1016/j.sna.2014.09.018 
Permanent City Research Online URL: http://openaccess.city.ac.uk/12798/
 
Copyright & reuse
City University London has developed City Research Online so that its users may access the 
research outputs of City University London's staff. Copyright © and Moral Rights for this paper are 
retained by the individual author(s) and/ or other copyright holders.  All material in City Research 
Online is checked for eligibility for copyright before being made available in the live archive. URLs 
from City Research Online may be freely distributed and linked to from other web pages. 
Versions of research
The version in City Research Online may differ from the final published version. Users are advised 
to check the Permanent City Research Online URL above for the status of the paper.
Enquiries
If you have any enquiries about any aspect of City Research Online, or if you wish to make contact 
with the author(s) of this paper, please email the team at publications@city.ac.uk.
Sewerage tunnel leakage detection using a fibre optic
moisture-detecting sensor system
K. Bremer a,∗, M. Meinhardt-Wollweber a, T. Thielb, G. Werner c, T. Sund,
K.T.V. Grattand, B. Roth a
a Hanover Centre of Optical Technologies (HOT), Leibniz University Hannover, Nienburger Straße 17, D-30167 Hannover, Germany
b AOS GmbH, Ammonstrasse 35, D-01067 Dresden, Germany
c FiboTec Fiberoptics GmbH, Herpfer Straße 40, D-98617 Meiningen, Germany
d Sensors & Instrumentation Research Centre and City Graduate School, City University London, Northampton Square, London EC1V 0HB, United Kingdom
a b s t r a c t
The design and development of a new fibre optic sensor system for the optical detection of leakages
in sewerage tunnels is reported. The system developed overcomes the disadvantages of the usually
employed camera based inspection systemswhich are relatively complex and, in addition, require clean-
ing of the structures to be monitored beforehand. The sensor concept created combines a Fibre Bragg
Grating (FBG)-based humidity sensor and a swellable polymeric fibre optic sensor. Both sensors are
located along the sewerage tunnel so that they can response immediately to any leakages that may
occur. The swellable polymeric fibre optic sensor shows a response of 34.2dB in the presence of water, a
performancewhich is superior to that seen formother swellable polymeric fibre optic sensors reported so
far. Furthermore, the resistance of both sensors to highly alkaline environments (pH 13.4), an important
feature of such sensors was verified. Consequently, when compared to the use of conventional inspec-
tion techniques, the novel fibre optic sensor systemprovides a robust, relatively low-cost and continuous
monitoring system well suited to use in sewerage tunnels.
1. Introduction
Approximately 20% of the public owned and more than 40% of
the privately owned sewerage tunnels in Germany are damaged
[1] and similar problems are seen across the developed world, due
to the age of current infrastructure. The reasons for experiencing
damage to these structures are various and are due, for instance,
to excessive loading caused by obstructions, or corrosion, displace-
ment, mechanical pressure or the penetration of roots, all of which
can damage sewerage tunnels. The effect of this is often to cause
flooding and landslides as well as the contamination of ground-
water and ground soil and, hence, the outcome of such events
can be long-lasting and the effects profound. It is clear that, as a
consequence, efforts to achieve a better form of structural health
monitoring of sewerage tunnels are essential to be able to predict
such events before they occur and takemitigating action at an early
stage, minimizing economic losses as a result.
To date, no sensor system or inspection technique has been
reported that detects leakages in sewerage tunnels rapidly and
simple. The most common technique to monitor the structural
health of sewerage tunnels is a remote inspection using a video
camera-based system. However, this technique only allows for an
assessment of the sewerage tunnel at regular intervals, due to the
complex nature of the inspection process, as well as the neces-
sity for the cleaning of the sewerage tunnel beforehand, which is
expensive and time-consuming.
It has been observed that leakages in sewerage tunnels, which
are based on linings using water-impermeable concrete, occur
mostly at the interface between sewerage pipes, followed by leak-
ages along the sewerage pipes due to the formation of cracks [2].
The cracks occur first at the bottom of the sewerage pipe and prop-
agate from the inside surface to the outside due to mechanical
pressure.1 Therefore, a more efficient approach to the detection
of leakage can be obtained from the observation of moisture along
a sewerage tunnel, as well as at the interfaces between any two
sewerage pipes.
Fig. 1. Schematic of a fibre optic sensor system to detect leakages in sewerage tunnels. FBG-based humidity sensors are applied at the interface between two sewerage pipes.
Fibre optic swellable polymeric sensors are applied to detect leakages along the sewerage tunnel.
Fibre optic sensors have the inherent advantage of being robust,
electrically passive, easy tomultiplex as well as the capability to be
operated remotely. In the past, several different approaches to the
design of fibre optic moisture sensors have been reported [3,4].
In terms of single-point fibre optic sensors a considerable level of
researchhas beenperformedon thedevelopment and evaluation of
fibre optic humidity sensors based on Fibre Bragg Gratings (FBGs)
[e.g. 5,6] under a range of different conditions. In this approach, a
hygroscopic coating such as using polyimide is applied to the FBG
that swells in the presence of moisture, the result of which is an
axial and radial strain in the fibre and, thus, to the FBG and this can
readily be detected. Compared to the use of Long-Period Gratings
(LPG) [7], and evanescent field [8]-based humidity sensors, FBG-
based humidity sensors have the advantage of a linear response to
humidity and they are easy to multiplex. In terms of distributed
moisture sensing, a fibre optic based swellable polymeric system
has been reported in previouswork [9]. Such a fibre optic swellable
polymer sensor consists essentially of a water-swellable hydrogel,
which attenuates the light propagating in an optical fibre in the
presence of water. Different approaches have been reported for the
design of such fibre optic swellable polymeric systems of this type.
For instance, a hydrogel coated central rod [9,10] or a hydrogel only
[11,12] have been configured with an optical fibre by, for example
creating a helically twisted thread with a winding pitch of several
millimetres. The helically twisted thread acts to create microbends
in thefibre so that, in thepresence ofwater, thehydrogel swells and
causes an attenuation of the light within the optical fibre. In this
case the fibre optic swellable polymeric system, in combination
with Optical Time-Domain Reflectometry (OTDR), can be used to
locate anywater leakageswhichmay be distributed over a distance
of several hundred metres [10].
Thework reported in this paper focuses on thedesign anddevel-
opment of a detection system based on a suite of fibre optic sensors
to detect and identify leakages in sewerage tunnels, with a fast
response time. The main objectives of the work have been the
identification and evaluation of damage events to sewerage tun-
nels using an optimized design of appropriate fibre optic sensors
developed in this work.
2. Leakage detection of sewerage tunnels using fibre optic
moisture sensors
A schematic of the novel fibre optic-based sewerage leakage
detection sensor system is illustrated in Fig. 1. FBG humidity sen-
sors are expected to be placed at each joint in order to detect
leakages at the interfaces between sewerage pipes. As FBG-based
humidity sensors are only single-point sensors, a fibre optic-based
swellable polymeric sensor is used additionally, in order to detect
leakages along the sewerage tunnel. Furthermore, in order to sim-
plify the installation and use of the sensor system, both types of
fibre optic sensors are integrated in each pipe of the sewerage
tunnel. However, this requires that the moisture transport prop-
erties in concrete needs to be considered carefully as well.
If a concrete element is exposed to water unidirectionally, the
unsaturated water flow is initially described by a combination of
permeation and capillary suction [13]. Above capillary suction or
if a concrete element is exposed to water vapour only, the mois-
ture transportmechanism is characterized by diffusion caused by a
partial water vapour pressure gradient. The development of mois-
ture build-up in the concrete pores due to the diffusion of water
molecules can be specified as due to adsorption of watermolecules
against the pore-walls for low relative humidity (RH) and as aris-
ing from capillary condensation on the water menisci formed in
the pores by the adsorbed water molecule layers for high RH [13].
The dependence of the moisture content on the RH is known as
the sorption isotherm. In the past, RH has been measured inside
concrete in order to determine the moisture level [14]. While the
measured RH is not a directmeasure of themoisture content, it still
can be correlated to deleterious effects such as shrinkage, thermal
strain and diffusivity of the concrete sample [15].
According to the moisture transport properties in concrete, an
appropriate location of both fibre optic moisture sensors is impor-
tant for the proper detection of leakage. As shown in Fig. 1, the
FBG-based humidity sensor should optimally be located at the bot-
tomof each sewerage pipe interface in order tomeasure the ingress
of moisture due to permeation and capillary suction of the ambi-
entwater caused by a leakage. By contrast, the swellable polymeric
fibre optic sensor should be located near the inner surface of the
sewerage pipe. However, determining this distance from the inner
surface is critical where the distance has to be higher than themax-
imum capillary suction height of the applied concrete so that the
swellable polymeric fibre optic sensor is only exposed to water in
the case of a crack.
3. Design of the fibre optic-based moisture sensors used in
this work
3.1. FBG based humidity sensor
A detailed description of the operation and packaging of the
FBG based humidity sensor can be found elsewhere [16]. The FBG
based humidity sensor employed consists of a bare and a polyimide
(PI)-coated FBG, with both FBGs multiplexed in series along the
fibre. The PI acts as a hygroscopic coating that swells in the pres-
ence of water vapour due to the adsorption of the water molecules
and, hence, this effect causes strains on the FBG. The level of the
strain experienced depends linearly on the applied RH and, thus,
the ambient RH value can be easily determined by monitoring the
shifts in the characteristic Braggwavelengthandcomparingagainst
a prior calibration using known values of RH. In order to measure
accurately the value of the RH, the temperature cross-sensitivity of
the PI coated FBG has to be compensated. Therefore temperature
Fig. 2. Schematic and photograph of the FBG based humidity sensor developed in this work [16].
data from a bare (uncoated) FBG are used to determine any tem-
perature changes and thus compensate for any temperature drifts
that may be experienced by the PI-coated FBG [6]. However, as the
FBG based humidity sensor will be applied below ground, the tem-
perature environment will be relatively stable and thus changes
experienced by the sensor due to any temperature effects will be
minimal.
In this work, both FBGs were inscribed into a FibercoreTM
PS1250/1500 optical SM fibre using light from a KrF excimer laser
and using the phase mask technique. Following this, the fibercore
optical fibre was tempered at 200 ◦C for 3h to avoid any subse-
quent thermal drifts from the FBGs used to create the sensors.
Subsequently, one FBGwas coatedwith polyimide (Pyralin PI 2525)
using the dip coating technique [5] to create a humidity sensor. In
order to enhance the bonding between the polyimide coating layer
and the optical fibre, a second FBG fibre was first treated with 3-
aminopropyltriethoxysilane (3-APTS) solution (0.1%) diluted with
deionized water [5]. In order to protect the FBG based humidity
sensor from other deleterious environmental effects, sensor pack-
aging appropriate to this application was developed an employed.
At first, the optical fibre into which both FBGs were written was
embedded into a tube made of PEEK and this was perforated at
the tip. This perforated tip ensures that water vapour reaches the
PI-coated FBG to monitor moisture effectively. The perforated tip
was then covered with a permeable PTFE membrane to protect the
sensor against dirt and chemicals [17]. Finally the PTFE membrane
and the PEEK tube were further covered using a perforated PEEK
rod with a centrically bore hole. The packaged FBG based humidity
sensor thus developed is shown in Fig. 2.
3.2. Fibre optic swellable polymeric sensor
The fibre optic swellable polymeric sensor developed for this
application consists of a hydrogel rod, an optical fibre and a device
to causemicro bending of the fibre. Hydrogels swell in water with-
out dissolution and thus in thiswork, poly (vinyl alcohol) (PVA)was
used as it is resistant to oil, grease and solvents, very important and
appropriate for this application to sewerage tunnels. The ‘micro
bender’ developed is thus realized by using a helically twisted
thread, which covers both the PVA hydrogel and the optical Single-
Mode (SM) fibre. In the presence of water, the PVA swells and thus
presses the SMoptical fibre against the helically twisted thread and
causes an attenuation of the light transmitted through thefibre. Ini-
tially, thehydrogel rodwas fabricated fromPVAbydissolving21.6 g
of PVA granulate (Kuraray Exceval HR 300) in 108ml of deionized
water. Following that a cylindrical tube of diameter of 17mm and
length of 510mm was filled with liquid PVA and the PVA rod was
then polymerized by a freeze–thaw cycle of 24h duration. Follow-
ing the polymerization, the PVA rodwas dried at room temperature
and known RH (40% RH and 20 ◦C) for one week. The shrinkage of
the PVA rod due to the evaporation of water was measured to be
∼41%. Thus depending on the length required, the PVA rod was
cut accordingly. Subsequently an optical Single-Mode (SM) fibre
(SMF-28e+) was helically twisted around the PVA rodwith a wind-
ing pitch of 100mm. Both the PVA rod and the optical SM fibre
were then tied together by use of a helically twisted thread. The
optimum performance of the device, in terms of response time and
attenuation, was observed when using a winding pitch of between
8mm and 15mm [11] for the helically twisted thread. Finally the
swellable polymeric fibre optic sensor thus created was covered
using a felt wick where this felt wick acts as a protective cover, as
well as extending the water-exposure area of the PVA rod due to
its water transport capabilities. Important characteristics for the
water transport capability of the felt wick are the wettability of
the felt fibre surfaces as well as the capillary structure of the felt
which contributes to this. The packaged fibre optic swellable poly-
meric sensor is illustrated both schematically and in a photograph
in Fig. 3.
4. Experimental evaluation of the system
4.1. Evaluation of FBG based humidity sensor
The packaged FBG based humidity sensor system developed in
this work was evaluated using a FBG interrogator consisting of a
broadband light source (BBS) (Opto-Link ASE light source), a 3dB
coupler and a spectrometer (Ibsen I-Mon E). At the beginning of
the evaluation, the humidity response of the FBG-based humidity
sensor was determined. Different and known levels of humidity
were obtained for the calibration by using different saturated salt
solutions. In Fig. 4, the response of the sensor is shown at several
of these: 11% RH (LiCl), 33% RH (MgCl2), 75% RH (NaCl), 85% RH
(KCl) and 99% RH (saturated air). Furthermore, the response was
also measured when the sensor was immersed directly in water
(100% RH). As shown in Fig. 4, the response of the sensor depends
linearly on relative humidity which is an important characteristic
feature.However,when the sensorwas immersed inwater directly,
the response reads a valuewhich appears to be slightly above 100%
relative humidity. The reason for this experimental error would
appear to be a lower vapour pressure within the packaging of the
FBG based humidity sensor. The temperature and humidity sen-
sitivity of the sensor evaluated in Fig. 4 were measured to be as
follows: 4.7pm/%RH and 12pm/◦C for the PI coated FBG and as
8.3pm/◦C for the bare FBG. The higher temperature sensitivity of
the coated FBG can be explained by the induced thermal strain and
the thermooptic effect due to the PI coatingwhichwas investigated
in previouswork by some of the authors [18]. Furthermore, in Fig. 4
the response time of the FBG based humidity sensor to different
Fig. 3. Schematic and photograph of the fibre optic swellable polymeric sensor developed in this work.
Fig. 4. Response of the PI-coated FBG to various applied RH levels. These known RH
levels were obtained by using different saturated salt solutions.
saturated salt solution is illustrated (inset). The response timeof the
sensor evaluated in Fig. 4 was determined to be 30min (t90, where
the sensor reaches 90% of its final value). Although not measured
directly, basedonpriorworkandaknowledgeofhowthecharacter-
istics of these devices change with coating thickness, the humidity
sensitivity and response time, the thickness of the PI coating was
estimated to be approximately 35m [18]. As the packaging of the
FBG based humidity sensor has no direct influence on the sensor
response [16], the response time and sensitivity can be optimized
by changing the coating thickness [18]. However, in terms of detec-
ting leakages in sewerage tunnels the response time and sensitivity
of the current devicewere designed to bewell suited to this specific
application. Following this, the long-term response of the packaged
FBG-based humidity sensor was evaluated. For this calibration, the
sensorwas immersed inwater anddriedat ambient relativehumid-
ity, at randomintervals. Fig. 5 illustrates the long-termevaluationof
the sensor used over 82 days. The Bragg wavelength shift shown in
Fig. 5 refers to theBraggwavelengthmeasuredwith reference to the
situation when the sensor is immersed in water. It is evident from
Fig. 5, that the FBG-based humidity sensor system designed in this
work provides a long-term, stable measurement of the humidity.
4.2. Evaluation of the fibre optic swellable polymeric sensor
Initially, the response time and light attenuation characteristic
of the fibre optic swellable polymeric sensor, without the use of the
felt wickwas evaluated. An 8 cm sensor elementwith a diameter of
8mmand awinding pitch of 8mmwas immersed on two occasions
inwater and the light attenuation resulting, as well as the response
Fig. 5. Evaluation of the long-term response of the FBG-based humidity sensor. The
relative change of the Braggwavelength,B , is referenced to the Braggwavelength
measured when the sensor was immersed in water.
time achievedweremeasured. The light attenuationwasmeasured
using a powermeter (FiboTec dB-Meter) and the result of that
measurement is illustrated in Fig. 6. The standard deviation of the
FiboTec dB-meter has been specified as 0.02dB and this is reflected
in the error shown in the measurement. The sensor shows a small
level of hysteresis in terms of the maximum attenuation and
Fig. 6. Responseof thefibreoptic swellablepolymeric sensor to immersion inwater.
Two tests were conducted (shown as Test 1 and Test 2) to determine the hysteresis
in the measurement.
Fig. 7. Enhanced response of the fibre optic swellable polymeric sensor when the
sensor is covered with a felt wick.
the response time. However, the maximum attenuation for both
experiments is sufficient to allow the detection of the moisture
ingress in the concrete of a sewerage pipe using an OTDR system.
Furthermore, the sensitivity of the fibre optic swellable polymeric
sensor to RH was evaluated in this experiment. For this purpose,
the sensor was kept in a climate chamber (Memmert CTC256)
which allowed the fixing of the RH at 99% and the temperature
at 20 ◦C for 19 days. However, no light attenuation caused by this
level of RH was observed.
Following this initial evaluation, the performance of the sensor
when subsequently covered with the felt wick was evaluated. To
verify whether the use of the felt wick leads to an advantage in
terms of performance seen through a change in the light attenua-
tion, water was dripped onto a 40 cm long sensor with andwithout
the felt wick. The drip rates used were 11ml/min and 23ml/min,
this depending on whether the sensor was covered with or used
without the felt wick. As illustrated in Fig. 7, the fibre optic sensor
with the felt wick cover shows a much higher attenuation, mea-
sured to be 34.2dB. The reasons for the enhanced level of light
attenuation and thus greater sensitivity of the device are due to the
water storage and the water transfer capabilities of the felt wick
employed.
4.3. Resistance to alkaline pore water
The highly alkaline nature of the pore water of concrete is of
critical importance when considering embedding fibre optical sen-
sors, because it can degrade the performance and the lifetime of the
sensors used. Therefore, the alkali resistance of both sensors devel-
oped for this application was investigated. An alkaline solution
which was representative of what would be experienced in prac-
tical use was obtained by using 0.75M KOH and 0.75M NaOH in a
10%CaOHsolution [17]. ThepHvalue of this solutionwasmeasured
to be 13.4 in the laboratory, this beingmeasured using a laboratory
pH-meter (Hach HQ40d). In order to evaluate the resistance of the
FBG-basedhumidity sensor toalkalineporewater (whichhasa sim-
ilar value of pH to the laboratory solution), a packaged sensor was
immersed in this alkaline solution for 22h. In Fig. 8, the responses
of thepackagedFBG-basedhumidity sensorwith the sensitivities of
7.1pm/%RH, 14.6pm/◦C (PI coated FBG) and 8.3pm/◦C (bare FBG),
monitored before and after immersion in the alkaline solution are
shown. The RH levels used in Fig. 8 were controlled by making
themeasurements in a climate chamber (Memmert CTC256). Fig. 8
indicates that the sensor packaging should withstand operation in
high pH situations and therefore the packaging has been effective
in protecting the FBG-based humidity sensor against the effects of
Fig. 8. Resistance of the FBG based humidity sensor to the presence of the alkaline
pore water. RH measurements were performed using the climate chamber (Mem-
mert CTC256) for increasing and decreasing humidity levels and the measurement
of the Bragg wavelength of the PI-coated FBG before and after immersion in the
prepared alkaline solution [16].
alkaline pore water. Furthermore, the packaged FBG-based humid-
ity sensor displays no hysteresis in its performance. Following this,
the resistance of the PVA material used to alkaline pore water was
evaluatedby immersing two identical samples of PVA, separately in
both deionized water and the alkaline solution prepared and then
measuring the weight of each sample over a three month evalua-
tion period, as shown in Fig. 9. After the system had saturated and
the swelling of both samples was complete, the weights of both
PVA samples remained constant over themeasurement period and
hence no degradation of performance due to the effects of water or
the prepared alkaline solution was observed.
4.4. Moisture transport in concrete sewerage pipes
In light of the discussion in Section 2, the positioning of both of
the sensors developed in the sewerage pipe environment is very
important, to guarantee the proper operation of the sensors and
thus of the leakage detection system. From the evaluation under-
taken, the report of which follows below, it is important that the
fibre optic swellable polymeric sensor is only sensitive to water.
Hence this sensor should be located above the permeation and
Fig. 9. Evaluation of the resistance of the fibre optic swellable polymeric sensor to
the alkaline pore water obtained by immersion of a PVA rod in both distilled and
then the alkaline pore water.
Fig. 10. Front view of a 150mm×150mm×240mm concrete block used to simu-
late the moisture transport in a concrete sewerage pipe.
capillary suction height of the concrete so that the sensor only
responses to the case where there is a damaged sewerage pipe.
Furthermore, as the FBG based humidity sensor responses linear to
the applied RH, the sensor should be located very close to the outer
surface so that thewastewater inside the sewerage pipe has almost
no impact on the response of the FBG based humidity sensor.
In order to determine the optimal location of the two fibre
optic sensors within the concrete sewerage pipe, the moisture
ingress into the concrete sewerage pipe was evaluated for dif-
ferent positions and heights in the pipe. For this purpose, a
150mm×150mm×240mm concrete block was fabricated using
C40/50 concrete, a type which is commonly used to manufacture
sewerage pipes. After the concrete was cured, a hole was drilled
into the block at a height of 11 cm from the bottom and 4cm from
the top, as is shown in Fig. 10. Furthermore, in order to simulate the
moisture ingress at the inner surface of the sewerage pipe due to
bothwastewater andmoisture ingress at the outer surface due to a
leakage, the sides of the concrete blockwere coveredwith bitumen
paint so that water could penetrate only into the concrete from the
bottomor the top. Finally, the FBG-basedhumidity sensorwas inte-
grated into the drilled hole and protected by being covered with a
sealant.
At the beginning of the evaluation, the presence of moisture
at the outer surface of the concrete sewerage pipe, due to waste
water being inside the sewerage tunnel, was simulated. Therefore
the bottom of the concrete block was immersed in water and the
humidity level at a height of 110mmwasmeasured over a period of
14 days. After the humiditymeasurement at that height of 110mm
was saturated, the concrete block was turned around to measure
themoisture at a height of 40mm, in thatway to simulate themois-
ture ingress into the sewerage pipe due to the presence of waste
Fig. 11. Measurement of the moisture transport in a concrete sewerage pipe. Mea-
surement at a height of 40mm simulates the moisture ingress due to a leakage,
whereas themoisture ingress at 110mm is due to waste water within the sewerage
pipe.
water or ambient water. The results of these measurements are
shown in Fig. 11.
From Fig. 11, it follows that the humidity level inside the con-
crete sewerage pipe depends on the height of the sensor system
when the pipe is exposed unidirectionally to the presence of water.
Furthermore, the FBG-based humidity sensor measures a RH value
of above which is determined to be 100% at a sensing height of
40mm. From the data in Fig. 4, this indicates that the FBG-based
humidity sensor was surrounded by water due to capillary suc-
tion of the concrete pore holes. Therefore, the results indicate that
the location of the fibre optic swellable polymeric sensor should
be above 40mm, so that the sensor is only in contact with water
in the case of a crack in the concrete structure. Furthermore, the
FBG-based humidity sensor should thus be located very close to
the outer surface of the pipe.
5. Summary
In this work a fibre optic humidity sensor system has been
designedandevaluated todetect andmeasure leakages in sewerage
tunnels. The sensor system discussed comprises, in essence, a FBG-
basedhumidity sensor and afibre optic swellable polymeric sensor.
The FBG-based humidity sensor is used to detect leakage at the
interface between two sewerage pipes. Experiments undertaken
have verified a very satisfactory performance of the FBG-based
humidity sensor in termsof its sensitivity, hysteresis and long-term
stability. Thefibreoptic swellablepolymeric sensorhasbeenshown
to be capable of detection of leakages along the sewerage tunnel
caused by cracks at the bottom of the sewerage pipes. The sensor
developed shows a light attenuation of 34.2dB in the presence of
water, a performancewhich is superior to that seen from swellable
polymeric fibre optic sensors reported to date. In addition, both
sensors have also proved their resistance to highly alkaline pore
water (evaluated at pH 13.4) and thus their capability to be inte-
grated in concrete structures where such a pH value of the water
is experienced. Consequently, compared to the conventional use of
camera-based inspection techniques for leakages in sewerage tun-
nels, the novel fibre optic sensor system developed and reported
hereprovides a robust, relatively low-cost andcontinuousmonitor-
ing system. Currently, field trials are running in order to determine
the sensor performance in operative conditions and the results of
such trials will be published in due course.
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